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Power supply Ur

Max. continuous power losses " Peont
Continuous output current leont
Max. peak current 2 Imax

Inductance

Operating temperature range
Storage temperature range
Dimensions (L x W x H)

Mass

D at 22°C ambient temperature
2 S2 operation for max. 3s

EFM 5001 S

0..50 \%
50 w
1 A
3 A
39 uH
-25 ... +65 °C
-25...+85 °C
65 x 58 x 21,7 mm
78 g

General information

These filters remove the PWM for the motors by means of DC

mean value formation.

They are designed for a maximum motor supply voltage with
a nominal value of 50 V and allow a nominal motor current

of 1 ampere.

With DC-motors, the supply line RMS value can be used.

For the proper filter effect, all PWM filters require a 0 V connection,
which must be connected as short as possible to the ground
connection of the motor supply.

Note: The filters of the EFM series are not compatible with MC2.5
controllers.

Typical impedance

e Typical impedance

Typical impedance describes the attenuation dB
of the filter for compensation of high-
frequency interference at the semiconductor \
output stage. 0
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Circuit diagram / Connection diagram
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For detailed information regarding FAULHABER accessories
please refer to the instruction manuals.
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Dimensional drawing and connection information
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Speed Controller
SC 1801 P
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